
DECK RESURFACER
INTRODUCING 

Storm System Deck Resurfacer is a 100% acrylic flat solid finish designed for use on decks that have cracked boards 

or that have been exposed to elements for a significant period. This high build system product is designed to bridge 

small cracks and to prolong the life of decks that would normally not hold conventional stain products. 

Storm System Deck Resurfacer exceeds ADA standards for slip coefficient. 

Visit Your Storm System Retailer or Stormsystem.com



Storm System Category 4 Deck Resurfacer 
414XX

At ICP Construction, a division of Innovative Chemical Products (the ICP Group), we manufacture and deliver original, best-in-class 
products that continually provide innovative technologies, quality, and unparalleled value to our customers in every market we serve.  
We strive for a common goal of professional and personal growth by listening, leading and delivering key solutions for long-lasting 
results — no matter what it takes.

For Use on properly prepared sound horizontal and 

vertical wooden boards that are weathered or cracked, 

such as decks, fencing, railings, posts, swing sets and 

docks. Rotted boards and splinters should be removed 

prior to application. 

For decks that are in good condition, please consider our 

418XX Series Acrylic Stain with Enduradeck Technology.

Application - All cracks of up to 1/4 should be brushed in with material and 

allowed to dry before brushing or rolling the finish coats.

Two coats of this product must be used to provide ideal film build and 

longevity. Please pay attention to the spread rate of the product. Spread rate 

should not exceed 150 sq. ft. on horizontal and 200 sq. ft. on vertical surfaces 

per coat. A one gallon can should yield approximately 75 sq. ft. in a 2 coat 

application.

Do not apply if rain is due within 24 hours. Product should be allowed to dry 

for 8 hours between coats and can be put into use approximately 24-48 hours 

after final application. This may be extended if exposed to moisture, cool 

temperatures or high humidity.

Architectural Specifications - For aged and previously stained decks and 

other wooden structures: Cracks: Apply 1 or 2 coats by synthetic brush to fill 

the cracks and allow to dry overnight. Apply 2 coats of 414XX Storm Stain 

Deck Resurfacer as recommended.

Precautions - All floor coatings are more slippery when the surface becomes 

wet or contaminated with debris. To help reduce the potential for slipping, 

coated areas must be kept dry and properly cleaned of dirt, oils, food and 

beverage residue, water, snow, ice, and any other contaminants.

Safety Information - Keep out of reach of children. Do not take internally. 

Close container after each use.
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Product Specifications:

Product Type: 100% Acrylic

Exposure: Exterior

Specular Gloss: <4 @ 60 ±2

Volume Solids: 52% ±2

Weight Solids: 59% ±2

Vehicle Solids: 25% ±2

Pigment: 32 % ±2

Dry Film Thickness: 6.4 mils

Viscosity @ 77° F: 115 ±2 5KU

Maximum VOC: Less Than 50g/l

Flash Pt °F: Non-combustible

Thinner: Water

Clean-Up: Soap & Water

Available Colors & Bases:

41496 Tint Base (tintable with up to 4oz. of pigment)

41497 Dark Base (tintable with up to 6oz. of pigment)

Available Package Sizes:

Gallon 5 Gallon 

(Weight per Gallon: 9.9 ± SH)

Drying Times:

To Touch: 1 hrs.

To Handle: 8 hrs.

To Recoat: 8 hrs.

(@ 70-77° F, 50% R.H.)

Surface Spread Rate:

Smooth: 75 s.f./gal

Porous: 50-75 s.f./gal

(Spray Application is 50% of above)

Tools and Equipment:

Brush  - Synthetic, Nylon or Polyester

Roller  - 1/2” Nap Synthetic Fiber


